[bookmark: _GoBack]Spørgsmål til hvordan objekter refererer hinanden
En bruger har stillet følgende spørgsmål:

Vi er for øjeblikket i færd med at implementere understøttelse af ler:Ledningstrace objekter, disse har relationer til indeholdte ledninger. 
Vi kan godt bygge referencer der godkendes af XSD validering, men er meget usikre på hvilke nøgler der skal anvendes og hvordan de skal angives.

For nuværende gør vi som vist i nedenstående screenshot, hvor vi angiver nøglen i attributten xlink:href="Elledning_7"
Bemærk i øvrigt at den nøgle vi angiver er gml:id attributten på Elledning/Gasledning.

[image: cid:image002.jpg@01D54DFC.12B84060]

Men ovenstående er altså bare vores gæt, der er adskillige attributter på ’indeholdtLedning’ (arvet fra gml:ReferenceType) udover xlink:href.
Og der er både en gml:id attribut og et ler:id element på Ledninger, begge disse er i vores øjne kandidater som nøgler, men måske skal noget helt tredje anvendes?
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Ledningsejerregisteret har svaret følgende:

Eksemplet skal være som nedenstående, dvs. der mangler et # to steder.
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Se også GML-standarden:
[GML 3.2.2] PORTELE, Clemens (red.). OpenGIS® Geography Markup Language (GML) Encoding Standard [online]. Version 3.2.2. Open Geospatial Consortium, 5 december 2016. OGC 07-036r1. Tilgængelig på: https://portal.opengeospatial.org/files/?artifact_id=74183&version=2

XML-attributten gml:id er beskrevet i afsnit 7.2.4.5 i [GML 3.2.2] og svarer til en databaseid i en relationel database. XML-elementet id indeholder en forretningsnøgle for en ledning/ledningskomponent/informationsressource, hvis sådan en eksisterer.
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A URI reference [URI] is defined as an optional choice between an absolute or refative URI, followed by fragment
identifier that consists of a crosshatch (#") and additional reference information. For GML object properties and
remote associations, this additional reference information shall be one of the following:

— ashorthand (formerly called "barename") XPointer [XPointer Framework] consisting of the value of the gmlid
attrbute of a GML object, or

— an element() scheme based XPointer [XPointer element(] or

— an xpointer() scheme based XPointer [XPointer xpointer()] containing an XPath [XPath] expression that
selects a GML object, optionally preceded by one or more xmins() scheme based XPointer(s) [XPointer
xmins()] that define the namespace prefixes used in the XPath expression.

A URI that does not contain an absolute o refative URI, but that consists entirely of a fragment identifer, refers to
a GML object elsewhere in the same GML document
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In the GML schema, simple Xlinks are used exclusively to denote association roles of GML objects and to denote
remotely referenced property values.

EXAMPLE2 A reference to an object element in a remote XML document using the gmiid value of that object may be
encoded as.

<myProperty xink href="http:/my.big orgAest xmi#o1"/>

EXAMPLE3 A reference 1o an object element in a remote XML document (or GML object repostory) using the.
gmiidentier property value of that object may be encoded as:

<myProperty xink href="Titp:/imy.big.org/lest xmiselement
(/gmi:GeodeticCRS[ /gl dentier(@codeSpace="nitp/wwi opengis nevdel/crs/EPSG/0F ="

1326)7>

EXAMPLE4 A reference to an object element with a uniform resource name may be encoded as follows (note that a URN
resolver is required to resolve the URN and access the referenced object)

<myProperty Xink href="um ogc def crs EPSG:4326">

The IDREF data type and the unique, Key, and keyref elements defined in the XML and XML Schema
specifications provide alternative identification and linking mechanisms to the ID data type and Xiink reference for
use within a single XML document. Although these XML components may be used in XML Schemas, they have
no normative role in GML, and shall not be used to denote association foles of GML objects or remotely
referenced property values
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E <ler:ledningstracelember>
<ler:Ledningstrace gml:id="Ledningstrace 11">
<ler:driftsstatus>i drift</ler:driftsstatus>
<ler:etableringstidspunkt indeterminatePosition="unknown">2019-08-08</ler:etableringstidspunkt>

areklasse>farlige/ler: fareklasse>

<ler:bredae uom='m'>3</ler:breade>
orsyningsart>el</ler:forsyningsarts
orsyningsarc>gas</ler: forsyningsarcs>
ndenoldcledning xlink:href="Elledning 7" />
:indencldcledning xlink:href="Gasledning 8" />
</ler:Ledningstrace>
</ler:ledningstraceMenbers
<ler:leaningMembers
<ler:Elledning gml:id="Elledning 7">
<ler:driftsstatus>i drift</ler:driftsscatuss
<ler:etableringstidspunkt indeterminatePosition="unknown”>2019-08-08</ler:etableringstidspunit>
areklasse>farlig</ler:fareklasse>
nategningsmetode>najagtigt</ler:indtegningsmetodes
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<ler:leaningstracelember>

edningstrace gml:id="Ledningstrace 11">
rdriftsstatus>i drift</ler:driftsstacus>
setableringstidspunkt indeterminatePosition:
fareklasse>farlig</le
geometri>

‘anknown">2019-08-08</lex:etableringstidspunke>

areklasse>

:bredde uom="m">3</1ler:bredde>

:forsyningsartsel</ler: forsyningsart>

+forsyningsartsgas</ler: forsyningsarts

:indeholdtledning xlink:href="Elledning_7" /> skal vaere xlink=href="#Elledning 7"

:indeholdtledning xlin ‘Gasledning 8" />skal vaere xlink=href="#Gasledning_8"
Ledningstrace>

</ler:ledningstraceMenbers

<ler:leaningMembers

lledning gml:id="Elledning 7">
driftsstatus>i drift</ler:driftsstatus>

retableringstidspunkt indeterminatePosition="unknown'>2019-08-08</ler:etableringstidspunke>
:fareklasse>farlige/ler:fareklasse>

+indtegningsmetode>ngiagtigte/le:

ndtegningsmetode>




